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BuildingaNewElectricWorld

Busbartrunkingsystems

Canalis®

Incarparks



Asadesigneroroperatorofcovered,undergroundor
multistoreycarparks,youseektobuildorrehabilitatesafeand
pleasantareasinwhichuserscandriveeasilydespitelimited
space.
Youarealsoobligedtocomplywithcurrentregulations
particularlyintermsofventilationofthebuildingandfire
protection,whileoptimisingyourinstallationandoperational
costs.

Yourneeds

Multi-storeydistribution

Optimisationofconsumption b Aslightingconsumesalotofpowerincarparks,energycontrolcallsfor
themanagementoflightingbyzones,presencedetectionoraccordingto
timeslots.

Servicecontinuity

b Toprovidethenecessarypowertoallstoreys:
v highpower(lighting,emergencylighting,elevator,tollsystem,etc.)
v lowpower(publicaddresssystem,firedetection,cameraandintercom,
etc.)

Comfort

Safety b Lightingisofutmostimportancetomaketheuserfeelsafe.Foruser
comfort,lightingisadaptedwithvariousbrightnesslevelsdependingon
thezoneinwhichheisdriving(trafficlane,walkway,parkingspace,etc.).

Timesaving b Forgreatercomfortandtosavetime,theuserisguidedbyaguidance
systemtohisparkingspaceassoonasheentersthecarpark.

Energymanagement

b Emergencylighting,signalling,intercomsystem,radio,
videosurveillanceallthesefunctionscontributetothecomfortandsafety
ofusersinacarpark.



OurSolutions
Theadvantagesofarangebasedon
50yearsofexperienceinprefabricated
busbartrunkingsystems

b Safety:OurprefabricatedbusbartrunkingsystemsareROHS-compliant
(Restrictionofhazardoussubstances),halogen-free,IP55andsprinklertest
certified.Theyareequippedifnecessarywithfirebarriers.

b Clarity/aesthetics:Ourprefabricatedbusbartrunkingsystemsgive
yourinstallationsobrietyandcompactness.Theyareavailableinwhite,for
enhancedaestheticappeal.

b Reliabilityandservicecontinuity:Ourprefabricatedequipment
complieswithIECstandardCEI60439-2andarecertifiedbyASEFA
laboratory.Maintenancetasksarecarriedoutwithoutsuspendingpower
supplytoyouroperationandaremadeeasybytheplugandplaysystem
(lightfittingsaresimplyclippedontotheirsupport).

b CanalisKSensuresrisingmaindistributionofenergytoallstoreys,
insulatedfromoneanotherbyfirebarriers.
UseofKSCanalisensuresacompetitiveinstallationthatwilladaptto
changingrequirements.
Elasticelectricalcontactsdonotrequireanymaintenance.

b CanalisKBAoffersahighdegreeofflexibilityintheproductionof
variouslightingzones,whichcanbecontrolledindependentlyphaseafter
phase,forprogressivelighting.

b CanalisKBAorKBBperformssupplyandsupportfunctionsforthe
followingequipment:
v CanalisKBLlightfittingforlighting.
v VehiclepresencesignallingLEDs,fortheguidancesystem.

b TheKBLlightfittingispre-equippedwithaconnectorandattachments
foreasyinstallationandmaintenance.

b Straightsectionscanbeusedforamoreeconomicalinstallation,
iftap-offoutletsarenotnecessary.

b Flexiblesectionsareusedtoavoidobstacles.

b LowcurrentcablesareroutedintheCanalissystemcabletray.
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Thankstoitsmodulardesign,Canaliscanbeeasilyadaptedtocarpark
infrastructuresandprovidesoptimumlightingexactlywhereitisrequired.

Operationsintheinstallationcanbecarriedoutincompletesafetyby
maintenancestaff,withoutdisruptingtherestofthenetwork.

AsCanalisisprefabricated,mountingtimesaresignificantlyreduced
whencomparedtoaconventionalelectricalinstallation,ensuringthe
deliveryoftheworksiteontime.

Amulti-storeyunderground
carpark

Thecarparkconsidered

b1344spacesintotal
b3levelswith448spaces
b100mx114mperstorey

Equipmentinstalledforthe3levels

b3360mofcanalisKBBwhichprovides
mechanicalsupportandpowersupply:
v 672dustanddamp-proofKBLlightfittings
(2x58W)onafirstcircuitforlightingparking
spacesandtrafficlanes
v vehiclepresencesignallingLEDs,forguiding
theusertotheparkingspace,onasecond
circuit.

b972mofKBAformechanicalsupportand
powersupplyof198dustanddamp-proofKBL
lightfittings(2x58W)forlightingtheother
trafficlanes.

bFordistributiontodifferentstoreys:9mof
CanalisKSrisingmainequippedwithfire
barriers,intheequipmentroom

Applicationexample

TheCanalisadvantages

Parking spaces

Traffic lanes

Equipment room

Pedestrian lanes

KS

KBA

KBA
KBB



Anewpathforyourelectricalinstallations

Canalisispartofacomprehensiveofferofproductsthatareperfectly
coordinatedtomeetallmediumandlowpowerelectricaldistribution
requirements.Alloftheseproductshavebeendesignedtoworktogether:
electrical,mechanicalandcommunicationcompatibility.
Theelectricalinstallationisthusbothoptimisedandhasimproved
performance:
bbetterservicecontinuity,
bincreasedpersonnelandequipmentsafety,
bguaranteedupgradeability,
befficientmonitoringandcontrol.
Alltheadvantagesintermsofknow-howandcreativityforachieving
optimised,safe,upgradeableandcompliantinstallationsaretherefore
availabletoyou.

SchneiderElectricproducts
Prefabricatedbusbartrunkingsystems

b CanalisKBAandKBB:trunkingsystemforlightingandlowpowerloads
v Nominalcurrent25or40A.
v DegreeofprotectionIP55,halogen-free,ROHS-compliant,
sprinklertestcertified
v Numberofliveconductors:2to4forKBAand2to8forKBB.
v Lengthofsections:2and3m.
v Straighttransportsectionsorwithtap-offoutletsatregularintervals
(0.5mto1.5m).
v SectionsalsoavailableinwhiteRAL9010
v Flexiblesections.
v Tap-offconnectors:10and16A.
v Maximumdistancebetweenfasteningpoints:
3mforKBA,5mforKBB.
v Cabletraysandfasteningaccessoriesforlowcurrent.
v Controlbus

b CanalisKBLindustriallightfittings
v Power:2x35W,2x58W,2x80W.
v Pre-equippedwithtap-offconnectorandfasteningsystem.
v DegreeofprotectionIP20toIP55

b CanalisKSrisertofeedlowvoltagesub-distributionswitchboards
v Nominalcurrent:100to1000A.
v DegreeofprotectionIP55,halogen-free,ROHS-compliant,
sprinklertestcertified.
v 4liveconductors.
v Lengthofsections:2and2.5m.
v Tap-offoutletoneachsideatregularintervals(0.5mto1m).
v Connectorsandtap-offunits:25to400A.
v Firebarriers.

Acomprehensiveoffer

PrismaPluscubicle PrismaPlusenclosure

Electricalswitchboards

b PrismaPluscubicle:mainswitchboard
v CurrentratingI(e)at35°C:3200A.
v Permissibleshort-timeratedcurrentIcw:85kArms/1s.
v DegreeofprotectionIP30toIP55

bPrismaPlusenclosures:sub-distributionswitchboards
v CurrentratingI(e)at35°C:630A.
v Permissibleshort-timeratedcurrentIcw:25kArms/1s.
v DegreeofprotectionIP30toIP55.

CanalisKBAwithKBL

CanalisKSriser



Asstandards,specificationsanddesignschangefromtimetotime.Pleaseaskforconfirmation
oftheinformationgiveninthispublication.
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Otherapplications

bLivestockproductionbuildings
bLogisticcentres
bGreenhouses
bCruiseships
bGarages


