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PRT covers /
SPS supports

(*) vertical dimensions including rail

For protection against accidental contacts or tampering of CDA, ACB series terminal blocks.

Of self-estinguishing and transparent material, 2.3 mm pitch and 200 mm standard length 

(corresponding to a total width of four adjacent terminal blocks).

Covers are available in three sizes:

PRT/P  22 x 125 mm (Cat.No. PRT01)

- for the protection of ACB/BB terminal blocks

PRT/M  50 x 125 mm (Cat.No. PRT02)

- for the protection of ACB/CC terminal blocks 

- for the protection of CDA terminal blocks.

PRT/G  85 x 125 mm (Cat.No. PRT03)

-  to be used when conductors are arriving from the rear of the panel or when not 

connected clamping units must be protected.

PRT covers should be inserted on SPS supports, manufactured of self-extinguishing UL94V-0 

classed ABS, 5 mm pitch, interposed between adjacent terminal blocks. Protection of the four 

adjacent terminal blocks is performed by means of two overlapped PRT covers.

Note: The ID Cat. No. (i.e. PRT01) is referred to a single item.

DFM
Red coloured in polyamide when it is necessary 

to guarantee the insulation distance between 

permanent or switchable cross connections, 

inserted between adjacent pairs of terminal blocks 

and, similarly, between multiple commoning bars, 

inserted between adjacent groups of terminal blocks.

Terminal block
Partition

Dimensions

l x h

Thickness

mm
Type Cat. No.

CBC.2
DFM/900

DFM/800

DF900

DF800

17 x 18

11 x 18

0,5

0,5

CBC.4
DFM/900

DFM/800

DF900

DF800

17 x 18

11 x 18

0,5

0,5

CBC.6
DFM/900

DFM/800

DF900

DF800

17 x 18

11 x 18

0,5

0,5

CBC.10
DFM/900

DFM/800

DF900

DF800

17 x 18

11 x 18

0,5

0,5

CBC.16 DFM/700 DF700 28 x 32 0,5

CBC.35 DFM/700 DF700 28 x 32 0,5

CBD.2 DFM/600 DF600 24 x 31 0,5

CBD.4 DFM/600 DF600 24 x 31 0,5

CBD.6 DFM/600 DF600 24 x 31 0,5

CBD.10 DFM/700 DF700 28 x 32 0,5

CBD.16 DFM/700 DF700 28 x 32 0,5

CBD.35 DFM/700 DF700 28 x 32 0,5

CBD.50 DFM/700 DF700 28 x 32 0,5

CBD.70 DFM/700 DF700 28 x 32 0,5

DBC.2

DFM/900

DFM/800

DFM/500

DF900

DF800

DF500

17 x 18

17 x 18

4,6 x 13,5

0,5

0,5

0,5

DSS.4 DFM/500 DF500 4,6 x 13,5 0,5

DSFA.4 DFM/500 DF500 4,6 x 13,5 0,5

HDE.2 DFM/500 DF500 4,6x13,5 0,5

HLD.2 DFM/500 DF500 4,6x13,5 0,5

HMM.1 DFM/500 DF500 4,6 x 13,5 0,5

HMM.1/1+2 DFM/500 DF500 4,6 x 13,5 0,5

HMM.1/2+2 DFM/500 DF500 4,6 x 13,5 0,5

HMD.1 DFM/500 DF500 4,6 x 13,5 0,5

HMD.2/N DFM/500 DF500 4,6 x 13,5 0,5

MPS.4 DFM/500 DF500 4,6 x 13,5 0,5

MPFA.4 DFM/500 DF500 4,6 x 13,5 0,5

TLD.2 DFM/400 DF400 10 x 18 0,5

TLS.2 DFM/400 DF400 10 x 18 0,5

VPC.2 DFM/300 DF300 9,4 x 12,9 0,4

VPD.2 DFM/300 DF300 9,4 x 12,9 0,4


