
kod

code

rozmiar

size

01-146 Ø150 420  63 dB 220-230 V ~50 Hz 55W  2250/min 0,19 A -20~+60°C 3,15 kg IP X4 2
01-147 Ø200 845 68 dB 220-230 V ~50 Hz 105W 2300/min 0,45 A -20~+60°C 5,2 kg IP X4 2

*tolerancja do 5%
*tolerance of up to 5%

WENTYLATOR DACHOWY aRoof 

 The aRoof fan is used for exhaust, mechanical, roof ventilation 
in residential buildings, public utility buildings, sports facilities, 
and commercial establishments.

The aRoof fan is equipped with a single-phase, asynchronous, induction 
motor designed for continuous operation. The turbine and housing 
are made of polymer materials. The canopy and mounting base are made 
of painted galvanized steel.

The fan is not intended for chimneys of heating boilers.

 Wentylator aRoof służy do wentylacji wyciągowej, dachowej, 
mechanicznej w budynkach mieszkalnych, użyteczności publicznej, 
na potrzeby sportu czy handlu.

Wentylator aRoof wyposażony jest w silnik indukcyjny, asynchroniczny, 
jednofazowy, przystosowany do pracy ciągłej. Turbina oraz obudowa 
wykonana jest z tworzyw polimerowych. Czasza oraz podstawa 
montażowa wykonane są z malowanej blachy ocynkowanej.

Wentylator nie jest przeznaczony do kominów kotłów.

ROOF FAN aRoof
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01-146 Ø150 305 300  40 150 215 270
01-147 Ø200 410 345 10 200 265 320  
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