
ISO 9001:2015 QMS

CT12/... Gniazdo telefoniczne pojedyncze RJ12
CT22/... Gniazdo telefoniczne podwójne RJ12
C5T12/... Gniazdo telef. RJ12 + gniazdo komp. RJ45 kat. 5
C6T12/... Gniazdo telef. RJ12 + gniazdo komp. RJ45 kat. 6

M306v00

POLSKA
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3 Zaciśnięcie pokrywy na korpusie

7 8

Linia nr 1 - zaciski 3 i 4
Linia nr 2 - zaciski 2 i 5
Linia nr 3 - zaciski 1 i 6



ISO 9001:2015 QMS

CT12/... RJ12 single telephone socket
CT22/... RJ12 double telephone socket
C5T12/... RJ12 teleph. socket + RJ45 cat. 5e comp. socket
C6T12/... RJ12 teleph. socket + RJ45 cat. 6 comp. socket
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7 8

Telephone insert
Instalation instruction

Set instalation:

Stripping off the outer
cable coating

Pair arrangement according
to the telephone number:

Line No. 1 - terminals 3 & 4
Line No. 2 - terminals 2 & 5
Line No. 3 - terminals 1 & 6

Clamping the cover onto the insert body Complete telephone insert

Set mounting within flush-mounted junction box Complete telephone insert in a flush-mounted
junction box

Set dismantling:

Cover dismantlingFrame dismantling


