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INDUSTRIAL DUCT FAN aRil eco
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The aRil eco duct fan is used for air supply and extraction in ventilation ducts. The aRil 
eco fans can be used in industrial spaces such as workshops, halls, warehouses, and 
garages. Their compact dimensions make installation easier in tight spaces where available 
room is limited.

The aRil eco fan is built with a single-phase asynchronous induction motor, designed 
for continuous operation, a centrifugal turbine, and a housing made of polymer materials.

El ventilador de conducto aRil eco. Se utiliza para impulsión y extracción de aire en los 
conductos de ventilación. Los ventiladores aRil eco pueden emplearse en espacios 
industriales como talleres, naves, almacenes y garajes. Sus dimensiones compactas facilitan 
la instalación en espacios reducidos donde el espacio disponible es limitado.

El ventilador aRil eco está compuesto por un motor de inducción asíncrono 
monofásico, diseñado para un funcionamiento continuo, una turbina centrífuga y una 
carcasa fabricada en materiales poliméricos.

  75 01-310 140 m3/h 132 Pa 220-230 V ~50 Hz 2820    30 W  1,19 kg 1,39 kg  IP X2 -20 ~ +50 °C
100 01-311 255 m3/h 147 Pa 220-230 V ~50 Hz 2770   30 W  1,21 kg 1,42 kg  IP X2 -20 ~ +50 °C
125 01-312 420 m3/h 147 Pa 220-230 V ~50 Hz 2615   43 W  1,49 kg 1,78 kg   IP X2 -20 ~ +50 °C
150 01-313 620 m3/h 350 Pa 220-230 V ~50 Hz 2530    70 W        2 kg 2,39 kg IP X2 -20 ~ +50 °C
160 01-314 620 m3/h 350 Pa 220-230 V ~50 Hz 2530    70 W  2,24 kg 2,60 kgIP X2 -20 ~ +50 °C
200 01-315 1520 m3/h 350 Pa 220-230 V ~50 Hz 2485  165 W        3 kg 3,42 kgIP X2 -20 ~ +50 °C
250 01-316 1850 m3/h 460 Pa 220-230 V ~50 Hz 2650  180 W  5,44 kg       6 kgIP X2 -20 ~ +50 °C
310 01-317 2900 m3/h 730 Pa 220-230 V ~50 Hz 2510  275 W  7,85 kg 8,70 kg  IP X2 -20 ~ +50 °C

VENTILADOR INDUSTRIAL DE CONDUCTO aRil eco
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A 226 225 258 310 310 297 377 448
B 72 95 122 145 145 198 245 300
C 183 183 222 240 240 276 308 360
D 130 130 170 198 198 210 266 320
E 49 49 58 60 60 80 135 195
F 57 57 58 83 83 90 100 100
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